
 

 

 

 

ARATRI PORTATI  

REVERSIBILI A 180° 

ATTACCO DIRETTO  

PER TRATTORI A RUOTE 

 
Corpo monovomere reversibile 
Reversible single furrow body VMD  
Corps reversible monosoc 
Cuerpo reversible monosurco 

Corpo bivomere reversibile 
Reversible two furrow body     VBD  
Corps reversible bisoc 
Cuerpo reversible bisurco 

Mounted 180° reversible ploughs 

direct three point linkage for 

wheeled tractors 

 

Charrues portées reversibles à 

180° attelage direct pour tracteurs 

à roues  

 

Arados colgados reversibles 180° 

con enganche directo para 

tractores de ruedas 



VDI

Trattore Peso

HP

Larg. 

cm 

 Prof. 

cm Kg

30 - 40 VDI - 25 105

VMD - 04 30 25 130

VMD - 03B 33 27 150

VBD - 05 60 20 220

40 - 50 VDI - 30 105

VMD - 02C 38 30 195

VBD - 04 66 25 270

50 - 75 VDI - 45 145

VMD - 01L 42 33 275

VMD - 01R 45 38 300

VBD - 03B 72 28 340

VTD - 05 90 22 400

75 - 85 VDI - 50 145

VMD - 0R 48 43 400

VBD - 02C 80 33 460

VTD - 04 99 25 500

85 - 95 VDI - 60 145

VMD - 1 50 45 440

VBD - 01L 86 35 505

VTD - 03B 108 28 530

90 - 105 D/VDI - 70 210

VMD - 2 50 48 480

VBD - 01L 86 35 505

VTD - 03BR 108 28 585

105 - 130 D/VDI - 80 210

VMD - 3 52 52 525

VBD - 01R 90 38 660

VBD - 0 90 42 695

VTD - 02C 120 33 730

VQD - 04 132 25 770

Modello

Lavoro Corpo trivomere reversibile             

Reversible three furrow body                                       

Corps reversible trisoc                                         

Cuerpo reversible trisurco

Portattrezzi ribaltamento idraulico                                          

Tool carrier with hydraulic turnover device                                                                                 

Porte outils retournement hydraulique                            

Porta aperos vuelco hidraulico

  VTD


